
GREASE PACKED UNITS
10 hrs/day 

operation

16 hrs/day 

operation

24 hrs/day 

operation

A Installation Date (mm/dd/yyyy):

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Scheduled Overhaul Date (Note 1) : no date no date no date

Maximum Overhaul Date: no date no date no date

Actual Overhaul Date:  (Note 2)

Notes:

1.  An overhaul is a complete unit disassembly and cleaningof all components, 

replacement of all seals and gaskets, re-grease packing the unit and reassembly.

2.  Enter the date of Actual Overhaul in the shaded areas of the form.  (format mm/dd/yyyy).

3.  Refer to the Cyclo Maintenance Manuals for Factory Recommended lubrication information.
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