Sumitomo Drive Technologies

SINGAPORE:
(Asia Pacific Headquarter)

Sumitomo (SHI) Cyclo Drive Asia
Pacific Pte Ltd

15 Kwong Min Road

Singapore 628718

Tel: +65 6591 7800

Fax: +65 6863 4238

Email: inquiry@sumitomodrive.com.sg

AUSTRALIA
SM-Cyclo of Australia Pty Ltd

Sydney (Head Office)

9 Holbeche Road
Arndell Park NSW 2148
Tel: +61 2 8811 6555
Fax: +65 2 8811 6500

Brisbane

Unit C, 17 Annie St
Coopers Plains

QLD 4108

Tel: +61 7 3277 8883
Fax: +61 7 3277 8772

Melbourne

61 Lakewood Boulevard
Braeside VIC 3195

Tel: +61 3 9545 9500
Fax: +61 3 9587 5852

Perth

Unit 1/ 23, Mordaunt Circuit
Canning Vale WA 6155
Tel: +61 8 9456 1766

Fax: +61 8 9456 0944

INDIA:

Sumi - Cyclo Drive India Private
Limited

Pune (India Headquarters):

Survey No. 130, Hissa No. 02, Jeevan
Nagar,

Next to TVS logistics, Off Mumbai
Bangalore Bypass,

Tathawade, Pune 411 033

Tel: +91 20 6674 2900

Fax: +91 20 6674 2901

Email: sumicyclo@vsnl.net

MALAYSIA:
SM Cyclo (Malaysia) Sdn Bhd

Kuala Lumpur (Head Office)

No.2 Jalan BP 4/1,

Bandar Bukit Puchong,

47100 Puching,

Selangor Darul Ehsan,

Malaysia

Tel: +60 3 8061 2909

Fax: +60 3 8061 3909

Email: smmasupport@smma.shi.co.jp

Johor Bahru

24-02, Jalan Ros Merah 2/17
Taman Johor Jaya

81100 JB, Johor

Tel/Fax: (60) 7 357 2909

Penang

No. 2945 First Floor, Jalan Prai,
Taman Inderawasih,

13600 Prai, Penang

Tel/Fax: (60) 4 390 6386

PHILIPPINES:

Sumitomo (SHI) Cyclo Drive Asia
Pacific Pte Ltd

Philippines Branch Office

B2b Building, Granville Industrial
Complex,
Governer’ s Drive, Bo. Bancal
Carmona, Cavite 4116
Philippines
Tel: +63 2-68006500 to 01

+63 46-4303591 to 92
Fax: +63 2-68006555

VIETNAM:
Ho Chi Minh Representative Office:

7th Floor, 301 Tran Hung Dao St.,
Co Giang Ward, Dist. 1, HCMC
Tel: +84 8 39204539/40

Fax: +84 8 39204540

Hanoi Representative Office

Room 603, Floor 6th, NOZA Building
243 Cau Giay Street

Cau Giay District, Hanoi City
Tel/Fax: +84 4 767 2470

For global contacts, please visit www.sumitomodrive.com

Asia Pacific Network:

Sumitomo Drive Technologies
Always on the Move

THAILAND
SM-Cyclo of Thailand Co., Ltd. 5t B

Bangkok (Head Office)

195 Empire Tower Unit 2103-4

21th Floor South Sathorn Road,
Yannawa, Bangkok 10120, Thailand
Tel: (66) 2670 0998
Fax: (66) 2670 0999

Chonburi (Branch Office) !
700/542 Moo 6 N
Amatanakom Industrial Estate
Tel : (66) 38 454 230/1/2/3/4 *
Fax : (66) 38 454 235 L

DISTRIBUTORS IN ASIA PACIFIC
INDONESIA

PT Himalaya Everest Jaya
JI. Daan Mogot KM 10, No 151 Pesing
Poglar

Keduang Kali

Angke Cengkareng Jakarta Barat
11710

Tel : (62) 21 544 8965 / 56

Fax : (65) 21 619 1925

PARAMAX

Y Series
Kernel Expeller Drive

NEW ZEALAND

Maud, Kirk Machinery Limited
Auckland : (64) 9 571 0189
Hamilton : (64) 7 846 0938
Wellington : (64) 4 566 6129
Christchurch : (64) 3 343 3911
www.maudkirk.co.nz

SRI LANKA

Drivematic Services Pte. Ltd.

No. 169, Nawala Road.
Narahenpita, Colombo 5

Tel : (94) 11 533 8889 / 11 236 9811
Fax: (94) 11 236 9111

ATALOGU
A.KCP01/2010.09



PA RAMAX®YHD080 Kernel Press Drive
Features

Pressure Angle 20° Pressure Angle 25°

Gears

> Carburized Alloy Steel SCM822H \

> Surface hardness HRC58-62

> |ncrease strength ratio with
25° pressure angle

> Hardened & precision ground

finish Shaft
> Heat treated alloy steel SCM440H
> Hardened & ground finish
Bearings

> Taper roller bearing or
Spherical roller bearing

Housing

_— > Machined top surface

Installation
> Housing designed to facilitate easy installation
and removal of fasteners

Oil gauge
> Bulls eye oil gauge

YHDO080-RL-56
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Specification &
Dimension
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Specification 0 O
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Power Rating 140kW 77777 |
Rated torque 74,000Nm 110 110
: 3 || 390 1L 3
Gear Ratio 55.066 = oo =
Rated Speed 1000rpm
Output Speed 18rpm
Lubrication Oil bath
- Input Speed | Output Speed | Mechanical Thermal
Lubricant ISO VG220 AGMA SEP (rpm) (rpm) Power Rating | Power Rating
Oil Quantity Approx. 65 Litter (kW) (kW)
Total Weight Approx. 1000kg 1000 18 140 110
Output Shaft Dia. 165mm 900 16 126 108
Input Shaft Dia. 65mm 750 13 105 104
Input Speed (rpm) Allowable Radial Load (kN) Ambient Temperature
Input Shaft Output Shaft Temperature | Correction
1000 16.5 140 (deg C) Factor
900 16.5 140 20 1.00
750 16.5 140 30 0.85
Remarks: The allowable radial load for input and output shafts are 40 0.70
applicable on centre of the shaft. For radial load calculations away 50 0.55
from the centre, please consult us. .




